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BALANCING COMPOUND

BALANCING COMPOUND TYPE 504, 8 KG

The standard solution: The balancing compound Type 504 in a bucket 
(measuring spoon included in delivery) ensures static smooth running  
optimisation in commercial vehicles. The required filling quantity is shown 
in a list printed on the side of the bucket.

Only suitable for applications up to 100 km/h 
and medium & heavy trucks.

Content:	 8 kg

Packaging unit:	 1 piece

Part number:		  0401-5504-800

VALVE CAP FOR BALANCING COMPOUND

Valve cap for identification of balancing compound inside the tire.

Packaging unit:	 20 pieces

Part number:		  0401-5234-001

VALVE CORE FOR BALANCING COMPOUND

The special valve core prevents the balancing material from entering 
the valve. Suitable for valves with valve insert bore V0.04.1.

Packaging unit:	 20 pieces

Part number:		  0401-5234-002

MEASURING SPOON FOR BALANCING COMPOUND

Measuring spoon for measuring balancing compound inside the tire. 
A filling table is printed on each bucket of balancing compound Type 504.

Packaging unit:	 1 piece

Part number:		  0401-0025-018

SPECIAL TOOLS

BALANCING COMPOUND TYPE 504, 6 KG

The standard solution in a new design: Type 504 balancing compound is 
delivered in a new optimized 6kg container, which includes a measuring 
spoon and a reference chart for filling quantity. The balancing compound 
is used to compensate the static imbalance of commercial vehicles. The 
practical fillling chart can also be hung up. 

Only suitable for applications up to 100 km/h  
and medium & heavy trucks.

Content:	 6 kg

Packaging unit:	 1 piece

Part number:		  0401-5504-800
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SPECIAL TOOLS

UNIVERSAL WEIGHT PLIERS

Standard tool for the fitting and removal of HOFMANN POWER WEIGHT 
knock-on weights.

Packaging unit:	 1 piece

Part number:		  0401-0001-000

TIRE COMPRESSION TOOL

Special tool for manual removal of the tire from the rim without the  
need of auxiliary energy. The use of this tool allows safe and quick applica-
tion of HOFMANN POWER WEIGHT safety weights with separate clip.  
The design and surface finish of this tool protects tires and rims.

Maximum width:	 335 mm

Packaging unit:	 1 piece

Part number:		  0401-0002-000

CLIP FITTING TOOL

Special tool for the fitting and removal of HOFMANN POWER WEIGHT 
balancing weights with separate clip.

Width:	 15,5 mm and 19,0 mm

Packaging unit:	 1 piece

Part number:		  0401-0004-001

INSERTION TOOL

Special tool for a safe and professional application of HOFMANN POWER 
WEIGHT motorcycle spoke weights type 711, 712, 713 and 717 on spoked 
motorcycle rims. 

For safety reasons, no other tool should be used for the application of 
HOFMANN POWER WEIGHT motorcycle spoke weights.

Packaging unit:	 1 piece

Part number:		  5001-0003-000

SCRAPER

For the easy and gentle removal of adhesive weights. High quality, robust 
plastics. Blade width 22.5 mm.

Packaging unit:	 1 piece

Part number:		  0401-0025-009

ADHESIVE WEIGHT PLIERS

High quality adhesive weight pliers for easy and quick removal of adhesive 
weights. Prevents scratching of the rim. Maximum clamping range 21 mm. 

Packaging unit:	 1 piece

Part number:		  0401-0025-017

RUBBER ERASER DISC

Easy removal of tough residues from surfaces. The ideal solution for quick 
yet gentle removal of foam or adhesive residues.

Packaging unit:	 1 piece each

Part number:	 Ø 87 mm for angle grinders	 0401-0025-012

	 Ø 90 mm for drills	 0401-0028-361

KNOCK-ON AID 

Mounting aid for impact weights. Makes work easier, especially for  
small, unwieldy weights (5 - 15 g). No more blue fingers. Injury-free and  
safe installation. Higher work safety. Avoidance of downtime due to  
employee injuries.

Packaging unit:	 1 piece

Part number:		  0401-0001-003

SIGNIERKREIDE

Grease marking chalk - for the marking of tires. Writes on all solid surfa-
ces, does not smudge and it’s break resistant. Ø 17.5 mm.

Packaging unit:	 1 box of 12 pieces

Part number:	 White	 0401-0025-007

	 Yellow	 0401-0025-008

CHALK HOLDER

For marking chalk Ø 17,5 mm.

Packaging unit:	 1 piece

Part number:		  0401-0025-044

with magnetic holder
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VALVES

OEM-QUALITY
Only high-quality materials are used for the manufacturing of all 
HOFMANN POWER WEIGHT products. For example, the valves 
are made of EPDM rubber. This type of rubber is more resistant to 
critical environmental conditions such as cold, heat, ozone and other 
atmospheric influences.

BEST SERVICE
HOFMANN POWER WEIGHT stands at any time with help and 
advice by the customer‘s side. Additionally assembly instructions 
and data sheets are provided to the customers.

NICKEL PLATED VALVE CORE
To prevent contact corrosion a nickel plated valve core is used in all 
HOFMANN POWER WEIGHT valves.

LARGE PRODUCT RANGE
HOFMANN POWER WEIGHT offers a complete range of valves 
for passenger cars, light trucks, trucks, motorcycles, scooters, 
tractors and earthmovers.

ASSEMBLY INSTRUCTIONS  
RUBBER VALVES:

Choose the right valve, matching the 

dimension of the rim hole.

Lubricate the valve with mounting paste 

to avoid damaging the valve.

Gently pull in the valve in a straight line, 

do not tilt or overstretch it.

Ensure a good valve seat and inspect the 

valve for damages.

The valve stem should not be beyond of 

the rim flange.

The rim hole has to be clean, free of 

any burrs and according to ETRTO 

specifications.

NOTE Rubber Valves can be used up 

to a pressure of 4,5 bar.

NOTE Maximum recommended 

speed when using Snap-in valves is 

210 km/h. For higher speeds (Index 

V, W, Y, ZR) metal valves must be 

used for safty reasons.

NOTE:
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SNAP-IN VALVES FOR PASSENGER CARS METAL VALVES FOR PASSENGER CARS

RIM VALVES FOR TUBELESS TIRES OF PASSENGER CARS RIM VALVES FOR TUBELESS TIRES OF PASSENGER CARS AND LIGHT TRUCKS

RIM VALVES FOR TUBELESS LIGHT COMMERCIAL VEHICLE TIRES

chrome partly assembled unassembled

ART.-NO.    TR VERSION ETRTO A IN MM Ø RIM HOLE IN MM QTY

0401-5110-001 TR412 assembled V2.03.6 33 11,3 100

0401-5110-004 TR412 chrome V2.03.6 33 11,3 100

0401-5110-011 TR413 assembled V2.03.1 42,5 11,3 100

0401-5110-012 TR413 partly assembled V2.03.1 42,5 11,3 100

0401-5110-013 TR413 unassembled V2.03.1 42,5 11,3 100

0401-5110-014 TR413 chrome V2.03.1 42,5 11,3 100

0401-5110-021 TR414 assembled V2.03.2 48,5 11,3 100

0401-5110-022 TR414 partly assembled V2.03.2 48,5 11,3 100

0401-5110-023 TR414 unassembled V2.03.2 48,5 11,3 100

0401-5110-024 TR414 chrome V2.03.2 48,5 11,3 100

0401-5110-031 TR414L assembled V2.03.8 56,5 11,3 100

0401-5110-041 TR415 assembled V2.03.3 42,5 15,7 100

0401-5110-051 TR418 assembled V2.03.4 61,5 11,3 100

Maximum working pressure at room temperature: 4,5 bar. Suitable for rim thickness of max. 4 mm. 
At speeds above 210 km/h, use clamp-in valves. Follow the instructions of the rim manufacturer.

ART.-NO. DESCRIPTION Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5111-341 Invisible valves 11,3 1 set  8 bar

0401-5211-041 Spare adapter - 1

Installation torque: 7-10 Nm

ART.-NO. DESCRIPTION A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5110-312 43MS11,3 43 11,3 100 14 bar

Installation torque: 3-5 Nm

ART.-NO.   TR ETRTO A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5110-311 416S V2.05.1 39 11,3 100 14 bar

Installation torque: 3-5 Nm

ART.-NO. DESCRIPTION A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5110-301 35MS11,3 35 11,3 100 14 bar

Installation torque: 9-14 Nm

ART.-NO. TR A IN MM Ø RIM HOLE IN MM QTY

0401-5110-061 TR600HP 44 11,3 100

0401-5110-071 TR602HP 63 11,3 100

Maximum working pressure at room temperature: 5,5 bar
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CLAMP-IN VALVES FOR PASSENGER CARS VALVE ACCESSORIES FOR PASSENGER CARS

RIM VALVES FOR TUBELESS TIRES OF PASSENGER CARS AND LIGHT TRUCKS

BRASS VALVE CAPS

VALVE CORES

VALVE TOOLS

ALUMINUM

ART.-NO. DESCRIPTION A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5110-321 42MS11,3 chrome 42 11,3 100  14 bar

Installation torque: 3-5 Nm

ART.-NO. DESCRIPTION QTY

0401-5210-001 Plastic valve cap with sealing, black 100

0401-5210-002 Plastic valve cap with sealing, green 100

0401-5210-003 Plastic valve cap with sealing, blue 100

0401-5210-004 Plastic valve cap with sealing, yellow 100

0401-5210-008 Plastic valve cap with sealing, red 100

0401-5210-005 Metal valve cap with sealing 100

0401-5210-009 Metal valve cap with core screwdriver 100

0401-5210-007 Inflate through valve cap 100

ART.-NO. DESCRIPTION QTY

0401-0023-060
Valve screwdriver, single  
(standard valves car+truck)

1

0401-0025-014
Valve screwdriver, single  
(standard valves car+truck+EM)

1

0401-0023-059 Valve mounting lever 1

ART.-NO.  TR DESCRIPTION QTY

0401-5210-021 TRC1 Valve core short, nickel plated 100

0401-5210-022 TRC1-L Valve core long, nickel plated 100

ART.-NO. DESCRIPTION A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5110-331 42MS11,3 silver 42 11,3 100  14 bar

Installation torque: 3-5 Nm

ART.-NO. DESCRIPTION A IN MM Ø RIM HOLE IN MM QTY MAX. PRESSURE

0401-5114-332 42MS11,3 black 42 11,3 20  14 bar

Installation torque: 3-5 Nm



62 63

VALVES FOR TRUCKS

RIM VALVES FOR TUBELESS TIRES OF TRUCKS RIM VALVES FOR TUBELESS TIRES OF TRUCKS

DROP-CENTRE RIMS Ø 9,7 MM DROP-CENTRE RIMS Ø 15,7 MM

FLAT BASE RIMS Ø 20,5 MM

ART.-NO. ETRTO A IN MM QTY MAX. PRESSURE

0401-5133-001 V3.20.1 36 10 14 bar

0401-5133-002 90MS9,7 85 10 14 bar

Installation torque: 12-15 Nm

ART.-NO.   TR A IN MM QTY MAX. PRESSURE

0401-5133-061 TR542 32 10 14 bar

Installation torque: 9-14 Nm 
For ALCOA rims

ART.-NO. ETRTO A IN MM B IN MM α° QTY MAX. PRESSURE

0401-5133-021 V3.20.4 25 60 153° 10 14 bar

0401-5133-022 V3.20.5 25 40 153° 10 14 bar

0401-5133-023 V3.20.6 25 85 153° 10 14 bar

0401-5133-024 V3.20.7 25 50 153° 10 14 bar

0401-5133-025 V3.20.12 25 70 153° 10 14 bar

Installation torque: 12-15 Nm

ART.-NO.    TR ETRTO A IN MM B IN MM α° QTY MAX. PRESSURE

0401-5133-101 TR570C V3.21.9 33 51 90° 10 14 bar

0401-5133-102 TR571C V3.21.10 33 58 90° 10 14 bar

0401-5133-103 TR572C V3.21.11 33 67 90° 10 14 bar

0401-5133-104 TR573C V3.21.12 33 83 90° 10 14 bar

Installation torque: 4-6 Nm

ART.-NO. ETRTO A IN MM B IN MM α° QTY MAX. PRESSURE

0401-5133-041 V3.22.1 25 28 135° 10 14 bar

Installation torque: 12-15 Nm 
For disc-wheels of Mercedes-Benz (Actros), Scania, MAN, Volvo …

ART.-NO. ETRTO A IN MM B IN MM α° QTY MAX. PRESSURE

0401-5133-142 V3.16.1 29 36 150° 10 14 bar

Installation torque: 25-31 Nm

ART.-NO. ETRTO A IN MM α° QTY MAX. PRESSURE

0401-5133-162 V3.18.2 127 146° 10 14 bar

Installation torque: 25-31 Nm

ART.-NO.   TR ETRTO A IN MM QTY MAX. PRESSURE

0401-5133-081 TR575 V3.21.1 29 10 14 bar

Installation torque: 4-6 Nm

ART.-NO. ETRTO A IN MM QTY MAX. PRESSURE

0401-5133-121 V3.12.1 40 10 14 bar

0401-5133-122 V3.12.2 95 10 14 bar

Installation torque: 25-31 Nm
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VALVE ACCESSORIES FOR TRUCKS VALVES FOR TRACTORS

VALVE EXTENSIONS AND ACCESSORIES AIR/WATER RIM VALVE FOR TRACTORS Ø 15,7 MM

VALVE CORE HOUSING

ART.-NO. DESCRIPTION TOTAL LENGTH EFFECTIVE LENGTH QTY MAX. PRESSURE

0401-5233-007 Flexible rubber valve extension   85 mm   79 mm 10 14 bar

0401-5233-008 Flexible rubber valve extension 105 mm   99 mm 10 14 bar

0401-5233-009 Flexible rubber valve extension 125 mm 119 mm 10 14 bar

0401-5233-010 Flexible rubber valve extension 140 mm 134 mm 10 14 bar

0401-5233-011 Flexible rubber valve extension 180 mm 174 mm 10 14 bar

0401-5233-012 Flexible rubber valve extension 210 mm 204 mm 10 14 bar

ART.-NO. DESCRIPTION TOTAL LENGTH EFFECTIVE LENGTH QTY

0401-5233-021 Plastic valve extension 115 mm  98 mm 10

0401-5233-022 Plastic valve extension 125 mm 108 mm 10

0401-5233-023 Plastic valve extension 150 mm 133 mm 10

0401-5233-024 Plastic valve extension 170 mm 153 mm 10

ART.-NO. DESCRIPTION QTY MAX. PRESSURE

0401-5143-031 Rubber valve for tractors, 15,7 mm 10 4,5 bar

ART.-NO. DESCRIPTION TOTAL LENGTH EFFECTIVE LENGTH WQTY

0401-5233-043 Plastic Extension cap 28 mm 19 mm 10

0401-5233-042 Plastic Extension cap 40 mm 32 mm 10

ART.-NO. DESCRIPTION QTY

0401-5233-041 Holder for valve extension 10

ART.-NO. DEZSCRIPTION A IN MM α° QTY MAX. PRESSURE

0401-5233-061 Brass valve extension 34 90 10 14 bar

0401-5233-062 Brass valve extension 34 45 10 14 bar

ART.-NO.    TR ETRTO A IN MM B IN MM α° QTY MAX. PRESSURE

0401-5143-021 TR623A V5.02.3 39 54 115° 10 14 bar

Installation torque: 5-8,5 Nm

ART.-NO.    TR ETRTO A IN MM QTY MAX. PRESSURE

0401-5143-001 TR618A V5.01.1 50,5 10 14 bar

Installation torque: 5-8,5 Nm

ART.-NO.   TR ETRTO A IN MM QTY MAX. PRESSURE

0401-5243-001 TRCH3 V4.02.1 20,5 10 14 bar
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VALVES FOR EARTHMOVERS VALVES FOR MOTORCYCLES & SCOOTER

RIM VALVES FOR EARTHMOVERS Ø 20,5 MM ALUMINUM RIM VALVE Ø 8,3 MM

RIM VALVE Ø 11,3 MM

RIM VALVE Ø 8,8 MM

ART.-NO. DESCRIPTION A IN MM B IN MM α° QTY

0401-5120-041 25MS8,3 23 25 97° 100

Installation torque: 3-5 Nm

Maximum working pressure at room temperature: 14 bar

ART.-NO.   TR A IN MM B IN MM α° QTY

0401-5120-011 TR412L 31 30 90° 100

Maximum working pressure at room temperature: 4,5 bar

ART.-NO. DESCRIPTION A IN MM B IN MM α° QTY

0401-5120-031 25MS11,3 22 25 97° 100

Installation torque: 3-5 Nm

Maximum working pressure at room temperature: 4,5 bar

ART.-NO. DESCRIPTION A IN MM B IN MM α° QTY

0401-5120-021
Rim valve for     
2-wheelers, Snap-In

30 30 90° 100

Maximum working pressure at room temperature: 4,5 bar

ART.-NO.      TR ETRTO A IN MM QTY

0401-5153-021 TRJ670-03 V5.03.1 47 10

Installation torque: 20-23Nm

Maximum working pressure at room temperature: 14 bar

ART.-NO.    TR A IN MM QTY

0401-5120-001 TR438 40,5 100

Maximum working pressure at room temperature: 4,5 bar

ART.-NO.    TR ETRTO A IN MM QTY

0401-5153-041 TRJ690 V5.05.1 119 10

Installation torque: 20-23 Nm

Maximum working pressure at room temperature: 14 bar

ART.-NO.      TR ETRTO A IN MM B IN MM α° QTY

0401-5153-001 TRJ650-03 V5.04.1 27 79 100° 10

0401-5153-002 TRJ651-03 V5.04.2 32 119 90° 10

Installation torque: 20-23 Nm

Maximum working pressure at room temperature: 14 bar
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TPMS
SERVICE KITS

100 % VEHICLE COVERAGE
HOFMANN POWER WEIGHT is the only supplier who provides a 
100 % coverage for all European vehicles from 2014 onwards.

HIGHEST OE-QUALITY
Spare parts in OE quality guarantee best work results and  
maximum reliability – even under extreme conditions.

LATEST CORROSION PROTECTION 
TECHNOLOGY
All metal components are treated with the latest corrosion 
protection technology being able to satisfy also the highest demands.

REDUCED STOCK-KEEPING
Demand-optimized box filling for efficient warehousing. 

WHY TPMS-SERVICE KITS?

When a tire is replaced on a vehicle without TPMS, it is normal to replace the rubber valve. In the case of a  
direct TPMS system, some components of the sensor must also be replaced. Every time a tire is replaced,  
the suitable TPMS service kit must be used to replace the wear parts (nut, O-ring, nickel plated valve core, cap). 
This ensures safety, prevents breakdowns and avoids larger and more expensive consequential damages  
(for example complete replacement of the sensor, due to corroded valve core).

ACCORDING TO THE AUTOMOBILE MANUFACTURERS‘ SPECIFICATIONS, TPMS SERVICE KITS MUST BE 
REPLACED DURING EVERY TIRE CHANGE – FOR YOUR OWN SAFETY!

CAUSES FOR MALFUNCTIONS:

	� Corrosion of metal components

	� Embrittlement of rubber seals

POSSIBLE CONSEQUENCES OF MALFUNCTIONS:

	� Damage and replacement of the complete sensor

	� Loss of tire pressure

	� Flat tire

	� Loss of control over vehicle

A TPMS SERVICE KIT USUALLY CONTAINS 
THE FOLLOWING COMPONENTS:

 1  Valve nut 
 2  Valve cap 
 3  Valve core 
 4  Seal

 5  �Some service kits 
also include O-rings 
in 4 different col-
ours*

	  1 	  2 	  3 	  4 	  5

OLD VERSUS NEW:

* �The position of the O-Ring is on the outside of the nut. Each colour describes the position of one wheel. The combi

nation of the position of the wheel and the colour of the O-ring is as follow: Green = Front left; Yellow = Front right; 

Red = Rear left; Black = Rear right
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UNIVERSAL SERVICE KIT U1
6.0 53

Nm in-lbs
4.0 35

Nm in-lbs
0.35 3

Nm in-lbs

START HERE:
Once the sensor has been removed 
from the wheel, the required spare 
parts for maintenance should be  
identif ied properly.

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

DO NOT USE USE

U1-3

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

USE DO NOT USE

U1-1

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

DO NOT USE USE

U1-2

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

LARGE GREY  
WASHER ON NON-REMO-

VABLE METAL BASE

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

SMALL BLACK WASHER   
ON REMOVABLE  
METAL WASHER

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

SMALL BLACK  
WASHER ON NON- 

REMOVABLE  
METAL BASE

SMALL BLACK  
WASHER ON THE INSIDE 
OF THE REMOVABLE AND 
REUSABLE METAL SLEEVE

CHALLENGES FOR THE WORKSHOP
	� Too many different TPMS service kits required for the coverage of all 
sensors on the market

	� Uncertainty in selecting and using the right service kit

	� High stock level means a lot of tied up capital

	� Expensive training of specialists

ADVANTAGES OF THE UNIVERSAL SERVICE KIT U1
	� 97 % market coverage of all metal valves of TPMS sensors

	� Universal solution for 36 different service kits

	� Costs reduction by reducing service kit diversity

	� Reduction of unused warehouse stock

	� Simplified handling and application

	� Avoidance of loss in revenue due to missing service kits

COMPONENTS

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

6.0 53
Nm in-lbs

4.0 35
Nm in-lbs

0.35 3
Nm in-lbs

VALVE CORE VALVE NUT VALVE CAP

LARGE GREY 
SEAL

METAL 
WASHER

SMALL BLACK      
SEAL6.0 53

Nm in-lbs
4.0 35

Nm in-lbs
0.35 3

Nm in-lbs
6.0 53

Nm in-lbs
4.0 35

Nm in-lbs
0.35 3

Nm in-lbs

INSTRUCTION UNIVERSAL SERVICE KIT U1 

HOW THE UNIVERSAL SERVICE KIT U1 WORKS
	� Our engineers identified the most frequently used service parts for 
TPMS sensors and combined them in one service kit.

	� Therefore you can use our Universal Service Kit U1 with most 
metal valves.

 
 
 

	� The instructions help to identify the correct spare parts for the 
sensor service in a qick and easy manner – the parts that are not 
required are disposed off.

	� For valves that are not serviced with the Universal Service Kit U1 
please use the appropriate OE service kit.

According to the EU Directive 2014/45/EU, which has been in force 
since 20.05.2018, a non-functional TPMS system is classified as a 

major deficiency in the main investigation.

ART.-NO. DESCRIPTION QTY

0401-0022-482 Universal Service Kit U1 20

�VIDEO-TUTORIAL 5 “TPMS U1” 
Install the TPMS U1 Service Kit from HOFMANN POWER WEIGHT correctly!

We show you how it‘s done.
C L I C K  M E
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TPMS REFILL KITS
EXPERT TIP 

Did you know that the TPMS Universal Service Kit U1 is suitable for 97% of all metal valve stems of TPMS sensors?  

Use our shadow template to identify the sensor.

     ART.-NO.       DESCRIPTION TYPE   EXEMPLARY VEHICLES
  SCHRADER-NO.

QTY   CONTENT
         U1         
COMPATIBLEOLD NEW

0401-0022-407 TPMS-SK for Conti TG1D C11 Cadillac, Chevrolet, GMC – – 20 no

0401-0022-425 TPMS-SK for Conti TG1B C01
Citroen, Fiat, Lancia, Ford, 
Peugeot, Mazda, Jaguar, 
Land Rover

65659-KD 5006 20 yes

0401-0022-426 TPMS-SK for Conti TG1B C02 VW, Daimler 65660-KD 5007 20 yes

0401-0022-428 TPMS-SK for Conti TG1B C03 Hyundai, Kia 65768-KU 5014 20 yes

0401-0022-429 TPMS-SK for Conti MB C10 Renault 65958-KU 5015 20 no

0401-0022-432 TPMS-SK for Conti TG1C C05 Renault 65963-KU 5018 20 yes

0401-0022-435 TPMS-SK for Conti TG1C C06 Mazda 66072-KU 5022 20 yes

0401-0022-436 TPMS-SK for Conti TG1C C07 Hyundai, Kia 66071-KU 5021 20 yes

0401 0022 437 TPMS-SK for Conti TG1C C08
Volvo, Ford, Jaguar, Land 
Rover

66070-KU 5020 20 yes

0401-0022-447 TPMS-SK for Conti TG1B C04
Buick, Chevrolet, Chrysler, 
Dodge, Jeep, Land Rover, 
Mazda

– – 20 yes

0401-0022-448
TPMS-SK for Conti TG1C
Uni-Sensor

C09
Renault, Mazda, Hyundai, 
Kia, Volvo, Ford, Jaguar,  
Land Rover

‒ ‒ 20 no

0401-0022-403 TPMS-SK Huf Gen1 Ventil H01 Audi, VW, BMW, Porsche ‒ ‒ 20 yes

0401-0022-409
TPMS-SK Huf Gen1 Ventil 
L=43 mm

H03 Audi, VW, BMW, Porsche 65731-67 5009 20 no

0401-0022-410
TPMS-SK Huf Gen1 Ventil 
L=48 mm

H04 Audi, VW, BMW, Porsche 65732-67 5010 20 no

0401-0022-411
TPMS-SK Huf Gen1 Ventil 
L=49 mm

H05 Audi, VW, BMW, Porsche 65733-67 5011 20 no

0401-0022-412
TPMS-SK Huf Gen1 Ventil 
L=51 mm

H06 Audi, VW, BMW, Porsche 65734-67 5012 20 no

0401-0022-413
TPMS-SK Huf Gen1 Ventil 
L=56 mm

H07 Audi, VW, BMW, Porsche 66151-67 5013 20 yes

0401-0022-441 TPMS-SK Huf Gen2 Ventil H02 Audi, VW, BMW, Porsche ‒ ‒ 20 no

     ART.-NO.       DESCRIPTION TYPE   EXAMPLARY VEHICLES
  SCHRADER-NO.

QTY   CONTENT
         U1         
COMPATIBLEOLD NEW

0401-0022-405 TPMS-SK for Schrader Gen4 S14
Peugeot, Opel, Hyundai, 
Citroen, Chevrolet

66118-68 5028 20 no

0401-0022-416 TPMS-SK for Schrader Gen4 S15
Peugeot, Opel, Hyundai, 
Citroen, Chevrolet

66086-68 5024 20 no

0401-0022-419 TPMS-SK for Schrader Gen2 S04
Cadillac, Chevrolet,      
Chrysler, Dodge, Mitsubishi

65961-KD 5016 20 yes

0401-0022-420 TPMS-SK for Schrader Gen2 S05 Renault 65654-KD 5001 20 yes

0401-0022-421 TPMS-SK for Schrader Gen2 S06 Renault 65655-KD 5002 20 yes

0401-0022-422 TPMS-SK for Schrader Gen2 S07 Infiniti, Nissan – – 20 yes

0401-0022-423 TPMS-SK for Schrader Gen2 S08
Lotus, Nissan, Volvo, Opel, 
Chevrolet, Peugeot

65657-KD 5004 20 yes

0401-0022-424 TPMS-SK for Schrader GenJ S10 Chevrolet, GMC, Hummer – – 20 yes

0401-0022-427
TPMS-SK Schrader GenA 
Ventilschaft

S02
Mercedes-Benz, Smart, 
Dodge, Jeep

43148-67 – 20  no

0401-0022-431
TPMS-SK for Schrader 
Gen Alpha

S01
Mercedes-Benz, Smart, 
Dodge, Jeep

65962-KD 5017 20 yes

0401-0022-433 TPMS-SK for Schrader Gen2 S09 Saab, Saturn, Suzuki – – 20 yes

0401-0022-438 TPMS-SK for Schrader GenJ S11 Cadillac, Chevrolet 66700-KD 5030 20 yes

0401-0022-401
TPMS-SK for Schrader 
Snap-in HS

S12 Ford 66742-68 5033 20 no

0401-0022-404
TPMS-SK for Schrader 
Faraday

S13 Ford 66743-68 5031 20 yes

0401-0022-406
TPMS-SK for Schrader 
Gen Gamma

S03
GM, Chevrolet, BMW, 
Chrysler/Fiat, Mercedes

– 5060 20 yes

0401-0022-415 TPMS-SK for TRW Gen2/3 O01 Acura, Honda, KIA, Hyundai – – 20 yes

0401-0022-434
TPMS-SK for TRW Gen4 
Snap-in

O02 Jeep, Ram – – 20 no

0401-0022-443
TPMS-SK for Pacific 
Gen1/2/3/4

O03 Toyota, Honda, Lexus – – 20 yes

0401-0022-477 TPMS-SK for Pacific Gen3 O04 Nissan, Infiniti – – 20 yes

0401-0022-445 TPMS-SK for Cub Uni-Sensor O05 – – – 20 yes

0401-0022-446
TPMS-SK for Hamaton 
T-PRO/EU-PRO

O06 – – – 20 yes

0401-0022-439 Valve core, nickel plated     – All Vehicles – – 500 no

0401-0022-440 Plastic valce cap, grey – All Vehicles – – 500 no

CONTINENTAL

HUF

SCHRADER

OTHERS (TRW, PACIFIC,...)

100 % market coverage for direct TPMS.

OE quality ‒ From production to corrosion resistance to packaging.

With the TPMS refill packs  ensure that individual TPMS service kit types can be ordered. 

The refill kits contain 20 service kits of one type each.
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TPMS TOOL KIT

	� 100 % SENSOR COVERAGE 
– Maintenance of all OE and universal sensors possible 
– 13 part assortment for all needs

	� OE QUALITY 
– Made in Germany 
– Proven Wera quality from the market leader

	� TIME SAVING 
– Colour code on TPMS service kits and tools 
– Quick and easy tool identification 
– No time consuming torque set up

	� MISTAKE PROTECTION 
– Preset tools for all relevant torque values 
– �The professional screw mechanism avoids the 

overtightening of the components

CONTENT

 1  Sealing rubber removal tool

 2  Fixed Torque Screwdriver for Alligator Metal Valves

 3  Fixed Torque Screwdriver for CUB Valves

 4  Fixed Torque Screwdriver for Schrader Valves

 5  Fixed Torque Screwdriver for HUF Rubber Valves

 6  Torx Bits (TX15/TX20)

 7  Adapter for Sockets

 8  Variable Torque Screwdriver for all nuts

 9  Fixing Tool for all HUF Sensors

 10  Fixed Torque Screwdriver for all Valve Cores

 11  Socket (11mm/12mm)

COLOUR CODE

Continental

Schrader

HUF

Others (TRW, PACIFIC, ...)

ART.-NO. DESCRIPTION

0401-0022-500 TPMS Tool Kit

TYPE 161

Universal weight for European steel rims, available in silver and black.

Available sizes:	� 5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 55, 60 g

Packaging units:	� 5 - 30 grams, 100 pieces/box 

35 - 60 grams, 50 pieces/box

Part numbers:	� silver                       5161-0XX0-001 

black                       5161-0XX3-001

CUSTOMER SERVICE & ORDERING

HOFMANN POWER WEIGHT is committed to providing its customers 
with superior service. Regardless of your question, please contact the 
professional customer service department:

You can reach us through the following phone number		
and e-mail address:

Phone: +49 931 – 32104-230 
E-Mail: cseu@wegmann-automotive.com 

www.hofmann-powerweight.com

HOW TO ORDER

 2  SELECT GRAMMAGE (only for knock-on-weights)

Select the prefered grammage and add it to the 

part number in place of XX at position six and seven.

 3  FINAL PART NUMBER
5161-0403-001 for a 40 grams knock-on weight 161, 

black

 1  SELECT PART NUMBER
This instruction refers to 

standard variations. Part 

numbers can differ in client- 

specific variations. 
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