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FOR HEAVY DUTY
ALLIGATOR VALVES 
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Large bore short valve cores
Art. no. TR no. Length (mm) Vehicle type Material Surface

9-319900 C2 21 v ! -

9-033245 C2 28 v ! (

9-319900 9-033245

Large bore valve cores
8V1 Thread

FOR HEAVY DUTY
ALLIGATOR VALVES 
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The ALLIGATOR inflation equipment range  
includes a wide selection of products with which  
you can inflate tires and check the air pressure  
quickly and easily.

CONTENT
Clip-on air chucks. . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                             142

Clip-on ball foot air chucks. . . . . . . . . . . . . . . . . . . . . .                     144

Thumb-lock air chucks. . . . . . . . . . . . . . . . . . . . . . . . . .                         146

Service station dual foot air chucks. . . . . . . . . . . . . .             149

Tire inflators & accessories. . . . . . . . . . . . . . . . . . . . . .                     157
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TIRE FILLING 
EQUIPMENT
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Clip-on air chucks for motor vehicles
Open end

Art. no.
Connector
diameter (mm)

Hose inner 
diameter (mm) Vehicle type Material

9-143000 6 5 pl ! i

9-142999 7 6 pl ! i

9-143100 8 7 pl ! i

Accessories for 9-143400

Art. no. Description Material

9-033401 Replacement seal $

CLIP-ON AIR CHUCKS
For a fast tire inflation

	� Open end: Constantly open – even after removal from the tire 
valve due to subsequent pressure gauge.

	� Closed end: Self-closing after removal from the tire valve.

EM large bore clip-on air chuck
Open end

Art. no.
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material

9-143400 8 7 v !
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Clip-on air chucks for motor vehicles
Open end

Art. no.
Connector
diameter (mm)

Hose inner 
diameter (mm) Vehicle type Material

9-143000 6 5 pl ! i

9-142999 7 6 pl ! i

9-143100 8 7 pl ! i

QUICKLOCK-CONNECTOR
Premium connector with 5 mm inner diameter

This high-quality connector guarantees a quick and secure hold on the 
valve. Enables easy and quick connection and disconnection.With a precise 
inner diameter of 5 mm and its robust, durable design, it is optimized for 
demanding professional applications.

Quicklock-Connector
Premium connector with 5 mm inner diameter 

Art.-Nr.
Connector
diameter (mm)

Hose inner 
diameter (mm) Vehicle type Material

9-149984 6 5 p m ( i
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With clip | for hose connection
Open end

Art. no.
Connector
diameter (mm)

Hose inner
diameter Vehicle type Material Surface 

9-143976 6 5 pl ! (

With clip | for hose connection
Closed end

Art. no.
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material Surface 

9-144051 6 5 pl ! (

9-144151 8 7 pl ! ( i

9-144171 9 8 pl ! (

CLIP-ON BALL FOOT 
AIR CHUCKS
For an easy connection of the tire filler with the valve

	� Open end: Constantly open – even after removal from the 
tire valve due to subsequent pressure gauge.

	� Closed end: Self-closing after removal from the tire valve. 



TIRE FILLING EQUIPMENT  141

TP
M

S

C
A

R
 &

 VA
N

 VA
LV

ES

TR
U

C
K

 VA
LV

ES A
G

R
IC

U
LTU

R
A

L VA
LV

ES

EA
RTH

M
O

V
ER

 VA
LV

ES  

M
O

TO
R

C
YC

LE VA
LV

ES

B
IC

YC
LE VA

LV
ES

TO
O

LS

VA
LV

E C
A

P
S

VA
LV

E CO
R

ES TIR
E FILLIN

G
 EQ

U
IP

M
EN

T

SC
R

EW
 IN

 VA
LV

ES

With no clip | for female thread
Closed end

Art. no. Female thread Vehicle type Material Surface 

9-145451 1/4-18NPT pl ! (

9-145651 R 1/4 pl ! ( i

With no clip | for hose connection
Closed end

Art. no.
Connector
diameter (mm

Hose inner 
diameter (mm) Vehicle type Material Surface 

9-144001 6 5 pl ! (

9-133201* 8 7 q ! (

9-144101 8 7 pl ! (

* Special version for express valves

Spare part for clip-on ball foot air chucks

Art. no. Description Material

9-030707 Replacement seal $
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Standard for motor vehicles

Art. no.
Connector
diameter (mm)

Hose inner
diameter (mm) Vehicle type Material Surface

9-142200 6 5 pl § =

Extra robust for motor vehicles

Art. no.
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material Surface 

9-142300 5,5 4,5 pl ! ( i

9-142400 7 6 pl ! ( i

9-142500 9 8 pl ! ( i

THUMB-LOCK AIR 
CHUCKS
For an easy & safe tire filling
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Standard with releasable screw connection for motor vehicles

Art. no.
Connector 
diameter  (mm)

Hose inner 
diameter (mm) Vehicle type Material Surface

9-143501 10 4,5 pl ! (

9-143505 14 5 pl ! (

Spare parts for extra robust & standard with releaseable screw connection for motor vehicles

Art. no. Bezeichnung Material Surface

9-030717 Rubber seal $ -

9-033030 Deflator § = i

9-142310 Chuck nut for thumb-lock air chuck ! ( i

9-1423109-0330309-030717
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THUMB-LOCK AIR CHUCKS

Tube deflator for motor vehicles
Art. no. Connector Vehicle type Material Surface

9-234300 Car (8V1) pl ! (

	� Complete and quick air removal (Venturi effect).
	� Compatible with any type of automotive air chuck.
	� Strongly recommended for repair shops. VENTURI EFFECT 

	� The air in the tire/tube is sucked out by the air 
flowing through the cross tube.

	� Deflation is accelerated.

EM large bore thumb-lock air chucks

Art. no.
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material Surface 

9-142700 7 6 v ! (

9-142800 9 8 v ! ( i
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SERVICE STATION DUAL 
FOOT AIR CHUCKS
For filling valves that are 
difficult to access 

OPEN ENDCLOSED END

OPEN END – Black handle  
Permanently open after removal from the tire valve

CLOSED END – Green handle
Self-closing after removal from tire valve
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Service station dual foot air chucks
For external thread 8V1

Bended
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146400 	� closed end 305 pl ! (

9-147600 	� open end 305 pl ! (

With no handle
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146000 	� closed end 200 pl ! (

9-147000 	� open end 230 pl ! (

Straight
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146502 	� closed end 360 pl ! ( i

9-147102 	� open end 360 pl ! (

Service station dual foot air chucks
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Service station dual foot air chucks
For female thread R1/4

Bended
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146400 	� closed end 305 pl ! (

9-147600 	� open end 305 pl ! (

With no handle
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146000 	� closed end 200 pl ! (

9-147000 	� open end 230 pl ! (

With no handle
Art. no. Variation Length (mm) Vehicle type Material Surface

9-147020 	� open end 170 pl ! (

Straight
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146700 	� closed end 345 pl ! (

Bended
Art. no. Variation Length (mm) Vehicle type Material Surface

9-146420 	� closed end 290 pl ! (

Straight – combined version
Art. no. Variation Length (mm) Vehicle type Material Surface

9-148200* 	� closed end 250 qpl ! ( i

9-148500** 	� closed end 175 qpl ! ( i

* Combined version for tire valves of motor vehicles and bicycles (express and Presta valves).
** Combined version for tire valves of motor vehicles and bicycles (express valves).

9-148200

9-148500
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Service station dual foot air chucks
For hose connection

Service station dual foot air chucks

Straight

Art. no. Variation Length (mm)
Connector
diameter (mm)

Hose inner 
diameter (mm) Vehicle type Material Surface

9-146600 	� closed end 350 8 7 pl ! ( i

9-147200 	� open end 350 8 7 pl ! ( i

9-146602 	� closed end 350 8 7 pl ! (

9-147202 	� open end 355 8 7 pl ! (
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Straight – combined version

Art. no. Variation Length (mm)
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material Surface

9-148100* 	� closed end 260 8 7 qpl ! ( i

9-148600** 	� closed end 175 8 7 qpl ! ( i

* Combined version for tire valves of motor vehicles and bicycles (express valves).
** Combined version for tire valves of motor vehicles and bicycles (express and Presta valves).

Bended

Art. no. Variation Length (mm)
Connector
diameter (mm) 

Hose inner 
diameter (mm) Vehicle type Material Surface

9-146410 	� closed end 290 8 7 pl ! (

9-147610 	� open end 300 8 7 pl ! (

9-147615 	� open end 300 9 8 pl ! (

9-148100

9-148600
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Spare parts 
Art. no. Description Material Surface

9-146010 Chuck nut (motor vehicle side) ! (

9-148011 Chuck nut (bicycle side) ! (

9-146020 Deflator pin (motor vehicle side - closed end) ! -

9-148020 Deflator pin (combined version - closed end) ! -

9-147120 Double deflator pin (open end) ! -

9-032114 Steel pressure spring (closed end) § -

9-030709 Replacement seal (motor vehicle side) $ -

OPEN END – Black handle
Permanently open after removal from the tire valve

CLOSED END – Green handle
Self-closing after removal from tire valve

ACCESSORIES
Service station dual foot air chucks
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Spare parts 
Art. no. Description Material Surface

9-146010 Chuck nut (motor vehicle side) ! (

9-148011 Chuck nut (bicycle side) ! (

9-146020 Deflator pin (motor vehicle side - closed end) ! -

9-148020 Deflator pin (combined version - closed end) ! -

9-147120 Double deflator pin (open end) ! -

9-032114 Steel pressure spring (closed end) § -

9-030709 Replacement seal (motor vehicle side) $ -

9-146010

9-030709

9-147120 9-146010

9-030709

CAR - OPEN END

CAR - CLOSED END

9-030709

9-1460109-146010

9-030709

9-146020 9-146020

COMBINED VERSION - CLOSED END*

9-1460109-148020 9-146020

9-0307099-148011 9-032114

* 9-148100, 9-148200
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CALIBRATED, 
FOR THE PERFECT 
AIR PRESSURE!

GATOR INFLATOR

PRECISE 
	� Calibrated manometer
	� Reliable measurement results
	� Precise processing

PRACTICAL
	� Flexible hose
	� Easy handling due to operating lever

VERSATILE
	� Various hose lengths
	� Valve adapter for all common connector variants
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TIRE INFLATORS
Precise, practical, versatile

	� Measuring range pressure: 0 - 12 bar / 0 - 175 psi

	� Measurable medium: Air, nitrogen

	� Connection thread: Quick coupling 3/8 inch

Gator Inflator

Art. no. Description Connection Hose length Calibrated Operating temperature (°C)
Measuring  
range (bar) Weight (g)

9-149972 Basic Digital 1 1,0 m – -20 / +55 0-12 730 i

9-149973 Basic Analog (psi & bar) 1 1,0 m – -20 / +55 0-12 730

9-149974 Basic Analog (bar) 1 1,0 m – -20 / +55 0-12 730

9-149993 MID DIGITAL 4 0,5 m -20 / +55 0-12 800 i

9-149946 MID 1 0,5 m -20 / +55 0-12 730 i

9-149945 MID 1 1,0 m -20 / +55 0-12 730

9-149944 MID 1 1,5 m -20 / +55 0-12 730

9-149951 MID 2 1,0 m -20 / +55 0-12 730

9-149950 MID 2 1,5 m -20 / +55 0-12 730

9-149948 MID 3 1,0 m -20 / +55 0-12 730

9-149947 MID 3 1,5 m -20 / +55 0-12 730

9-149975 MID 3 3,0 m -20 / +55 0-12 730

9-149976 MID 3 6,0 m -20 / +55 0-12 730

9-149971 MID DIN EN 126455* 1 1,5 m calibratable -20 / +55 0-12 730 i

9-149955 MAX* 1 0,5 m -20 / +55 0-12 800 i

9-149954 MAX 1 1,0 m -20 / +55 0-12 800 i

9-149953 MAX 1 1,5 m -20 / +55 0-12 800 i

* Other hose lengths & valve connectors available upon request

MAX

SERVICE STATION 
DUAL FOOT AIR 
CHUCKS

2

THUMB-LOCK  
AIR CHUCKS

3

QUICKLOCK- 
CONNECTOR

4

CLIP-ON AIR  
CHUCKS

1

BASIC MID

DIGITAL
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Tire inflators & accessories

GATOR INFLATOR SPARE HOSES (rotatable)

ROTATABLE TIRE FILLER AND HOSES

With Service station 
dual foot air chuck 

Art. no. Length (mm)

9-190006 500

9-190005 1000

9-190004 1500

With Thumb-lock  
air chuck

Art. no. Length (mm)

9-190009 500

9-190008 1000

9-190007 1500

9-190014 3000

9-190016 6000

With Clip-on  
air chuck

Art. no. Length (mm)

9-190011 500

9-190012 1000

9-190010 1500

9-190017 3000

Tire inflation  
hose with tire  
inflation manometer

Art. no. Hose length

9-286188 1.5 m with clip-on air chuck and 18.5 m with wing 
nut M16x1.5

Tire inflation  
hose with clip-on  
air chuck

Art. no. Hose length

9-281845 12 m with wing nut M16x1.5

Tire inflation hose  
with service station  
dual foot air chuck

Art. no. Hose length

9-289760 15 m with wing nut M16x1.5

Rotatable tire filler
Art. no. Description Vehicle type

9-149980 Rotatable tire inflator with 
quick coupling

q i

9-149979 Rotatable tire inflator with 
quick coupling (Switzerland)

q
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Wing nut M16x1.5

Art. no. Length (mm)
Connector
diameter (mm) Hose inner diameter (mm) Material Surface 

9-158000 31 6 5 ! (

9-158200 31 7 6 ! ( i

9-158300 31 8 7 ! (

9-158100 31 9 8 ! (

Wing nut M16x1.5 with long thread

Art. no. Length (mm)
Connector
diameter (mm)

Hose inner
diameter (mm) Material Surface

9-158700 37 7 6 ! (

9-158600 43 ! (

Spare part for wing nut

Art. no. Description Material

9-041602 Replacement seal $

Tire inflation hose  
with service station  
dual foot air chuck

Art. no. Hose length

9-289760 15 m with wing nut M16x1.5
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ALLIGATOR special application

CONTENT
Screw in valves. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                162

Rim ferrule . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                   165



     157

SCREW IN VALVES
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SCREW IN VALVES
Special application

Thread connection  1/4"-18NPTF
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-901003 33 14 car (8V1) ! - A

Thread connection 1/8"-27NPT
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-900501 33 11 car (8V1) ! - F

9-900511 33 11 car (8V1) ! ( F i

9-900501 9-900511
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Thread connection M8
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-254201* 36 12 car (8V1) ! - F

9-254501 9-254511Thread connection  G1/4

Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-254501* 33 22 car (8V1) ! - F

9-254511** 33 22 car (8V1) ! -

9-902001 35 14 car (8V1) ! - F i

9-902003 35 14 car (8V1) ! - A i

* with sealing ring 

** with sealing ring, without valve core

9-902001 9-902003

Thread connection  G1/8
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-900883 23 11 car (8V1) ! ( A i

9-901503 33 14 car (8V1) ! - A i

9-900883 9-901503
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Screw in valves

9-902323 9-902113

9-900843 9-900845 9-900846 9-900863Thread connection M8x1
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-900843 18 10 car (8V1) ! ( A

9-900845* 18 10 car (8V1) ! ( A

9-900846* 18 10 car (8V1) ! ( A i

9-900863 21 12 car (8V1) ! ( A i

* with sealing ring 

Thread connection M10x1
Art. no. Length (mm) Wrench size Filling side Material Surface Valve caps

9-902323 20 11 car (8V1) ! ( A

9-902113 23 10 car (8V1) ! - A
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Rim ferrule TR13/TR15
Art. no. TR no. Material Surface 

9-049200 B6 % - i

RIM FERRULE
Accessories for rubber base valves

	� Application: Required when tube valve TR13 is used for 
15.7 valve hole.

	� Note: Never use the ferrule in conjunction with  
rim valves (snap-in) and tubeless tires.
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Vehicles

m motorcycle

n scooter

q bicycle

p car

t van

l truck

u tractor

v earthmover (EM)

Norms

TR Tire and Rim  
Association  
(US)

ETRTO European Tyre 
and Rim Technical 
Organisation

Material

! brass

" aluminum

§ steel

$ rubber

% plastic

( nickel-plated

) anodized

= zinc-plated

? chrome-plated

Features

A round top valve cap

P long round top valve cap

C plastic valve cap with sealing

D plastic valve cap without sealing

E hexagonal valve cap

F screw driver valve cap

G plastic valve extension cap

H metal valve extension cap

I DS-P valve cap

J V2B valve cap

Q hexagon nut

R external hexagon valve base

i highlight flag
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www.alligator-valves.com

ALLIGATOR is a brand 
of WEGMANN automotive.

WEGMANN automotive GmbH
Rudolf-Diesel-Straße 6
97209 Veitshöchheim  
GERMANY

Phone:	 +49 (0) 931 321 04 0
E-Mail:	 info@wegmann-automotive.de
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